Vacuum Monitoring or
Vacuum Monitoring/digiTAM
Well Boring

(Vacuum Monitoring Well shown as Vi##

Vacuum Monitoring/digiTAM Well shown as DV## on
E7DC40000A007)

digiPAM Sensor/
Monitoring Well Boring

(shown as DP## (MW) on E7DC40000A007)

digiTAM Sensor Well Boring

(shown as D## on E7DC40000A007)

digiPAM Sensor Well Boring

Dual Sensor Well Boring
(shown as DP## on E7DC40000A007)

(shown as DP## and D## on E7DC40000A007)

Temperature Sensor Vacuum Monitoring Temperature Sensor Pressure Sensor Temperature Sensor

Pressure Sensor Pressure Sensor
(digiTAM) drop tube | | Well with Gage (digiTAM) drop tube (digiPAM) drop tube (digiTAM) drop tube (digiPAM) drop tube (digiPAM) drop tube
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Vacuum Monitoring - Slotted Well L [ ‘ . A T T
“| 2" Pipe size screen c/w .
0.020" slot opening. B
‘| 2" threaded female caps | ]
and couplers. | ] ||
gz Bottom of Slotting .-.- gz Top of Slotting : ;z Top of Slotting g ) sz Top of Slotting
: 50.0 ft BGS :

55.0 ft BGS 55.0 ft BGS 55.0 ft BGS

digiPAM - Slotted Well
2" Pipe size screen c/w
0.020" slot opening.

2" threaded female caps
and couplers.

digiPAM - Slotted Well
2" Pipe size screen c/w
0.020" slot opening.

2" threaded female caps
and couplers.

digiPAM Slotted Well 2" Pipe
Size screen c/w 0.020" slot
opening. 2" threaded female
. .| caps and couplers.

Vacuum Monitoring Wells (V##) include
only vapor extraction screen/casing.

Vacuum Monitoring/digiTAM Wells (DV##) i
include vapor extraction screen/casing and i 1 -
digiTAM casing.

;z Bottom of digiPAM well

70.0 ft BGS

Silica Sand 0.5 ft
————

- BOW 70 ft V
R +-03BGS

Sensor well with digiTAM
Drilled to 100.0 ft

Sensor well with digiTAM
drilled to treatment depths

Sensor well with digiTAM |
drilled to treatment depth

Sensor well with digiPAM
Depth 70 ft (except DP10 that has

50, 70, and 100 ft 100 ft

a screen depth to 100 ft. bgs

B Silica Sand 0.5 ft /| Silica Sand 0.5 ft / 2 Silica Sand 0.5 ft Silica Sand 0.5 ft
BOW 100.0 ft B — BOW 50.0 ftto 100.0 ft\/[ -< . . f———— BOW 100.0 ft e BOW 70 ftor 100.0 f\/ [/ r—
+/-0.3 ft BGS +/-0.3 ft BGS +/- 0.3 ft BGS +/- 0.3 ft BGS
Notes: U.S. DEPARTMENT OF ENERGY
f : . DOE PORTSMOUTH/PADUCAH PROJECT OFFICE
1. All wellhead details are shown in drawing PADUCAH GASEDUS DIFFUSION PLANT
#C7DC40000A003.

2. Depths of digiTAM drop tubes are determined by the
treatment depth at the well location.

PADUCAH

Remediotion Services
A Portage Shaw Joint Venture Company

nanoged for the DEPARTMENT OF ENERGY under
US. GOVERNMENT contract DE-AC30-06EW05001
Paducah, Kentucky

3. All fiberglass drop tubes are high-temperature red-thread. LPE M McMitlan-Mchee Corp
4. Actual depths will be adjusted based on observed field e FAY 403 2727201
conditions. DOE CONTRACT NO.  DE-AC30-06EW05S001
5. Vacuum Monitoring and Vacuum Monitoring/digiTAM Wells e me U
can be used as contingency wells for vapor extraction. Paducan PGDP C-400 Remediation Projec
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