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Distribution PDS.08 PDS-08 PDS.08 PDS-08 PDS.08 PDS.08 i i i
Switchboard Trangformer Transformer B Trangformer Transformer B Trangformer Trangformer 1. Construction and material shall comply with
NEMA 3R ABB S5 ABB S5 ABB S5 ABB S5 ABB S5 ABB S5 Kentucky building code, CSA/UL, National Electrical
36.CB 3p-CB 3p.CB 3p-CB 3p.CB 3p.CB
600V/400A 600V/400A 600V/400A 600V/400A 600V/400A 600V/400A Code and applicable local and state codes.
2. Cable from distribution breaker to PDS-XX: 250-3C

STR AL NUAL ACWU90 XLPE INS AIA BLK PVC JKT
Cable Spec Cable Spec: Cable Spec: Cable Spec: Cable Spec: Cable Spec: 600V 90C HL CSA C22.2 NO.51. Above Ground.
PDS-01 Se0 Nolo 2 Soe Noto 2 PDS-04 Se0 Nolo 2 Soe Noto 2 PDS-08

Soe Note 2 See Note2

_|. _| _| 3. Cable from PDS-XX to E-XXX: ROCKBESTOS 4 -
A A

1C DAA1048B EXANE XLPO STR TNC 110C FT4
A A A 600V CSA CSA/UL MARINE GRYJKT. Above Ground.

4. Maximum connected operating load (12 electrodes)
\_/ \_/ \_/ with a 1.25 margin factor for Alpha and Beta
transformers is: 12X8kWX1.25=120kW at a ma;
hase angle of 3 degrees = 120 kVA.
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5. All electrical equipment shall be connected to uf
‘See Control Power Alpha Bravo ground in accordance with local code.
Dotai This Shaot Dotail This Shoot

See Control Power Alpha Bravo See Control Power Apha Bravo
Detai This Shast

6. Cable from distribution breakers to Panel A: 2 CCT
Control Power Detail 250-3C STR AL NUAL ACWU90 XLPE INS AIA BLK
PVC JKT 600V 90C HL CSA C22.2 NO.51. Above
Ground.
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20KVA 7. Cable from distribution breakers to Panel B:
g 250-3C STR AL NUAL ACWU90 XLPE INS AIA BLK
x &a T T PVC JKT 600V 90C HL CSA G22.2 NO.51. Above
&) Ground.
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ET.0SP P Switchboard: 6 CCT - 500-1C Copper ran inside 5-inch
RUS-50 172) Liquid Tight Flexible Conduit. Above Ground.
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f 8. Cable from Substation Transformer to distribution
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Schematic of ET-DSP Power Delivery System
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