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DigiTAM/Vacuum WELLHEAD COMPONENTS

     Description/Material

1. digiTAM SENSOR

2. STRAIN RELIEF / CPVC Schedule 40.

3. 2"M x 1"F Reducing BUSHING /  Galvanized or Brass.

4. 2"F x 2"F x 2"F TEE /  Galvanized.

5. 2"M x 3/8"F Reducing Bushing /  Galvanized.

6. 3/8"FM Street Elbow / Galvanized or Brass.

7. 3/8"M Close Nipple / Galvanized or Brass.

8. 3/8"FF Ball Valve / Brass.

9. 3/8"M Plug / Brass.

10. 2" FIBERGLASS CASING / Details shown in drawing

#C7DC40000C005.

11. 3/8"M x 1/4"F Reducing Bushing, Brass

12. Vacuum Gage 0 to -15"H20

13. CAT 5 Cable to data acquisition Panel.

14. 1" CPVC Junction box, NEMA-3R.

15. 2"F x2"F x 2"F x 2"F CROSS / Galvanized

16. 2"M Plug / Galvanized - Provision for vapor extraction tie-in

Notes:
1) Unless other wise stated pipe threads will meet or exceed ANSI B1.20.1
requirements.
2) All parts will meet or exceed a standard specification of Schedule 40.

Legend:
1) M - represents Male NPT
2) F - represents Female NPT.
3)FF - represents Female by Female NPT.
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Vacuum Monitoring WELLHEAD DETAIL
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DV Dual Monitoring WELL DETAIL

1" - 2"

4.9975

3" TO 4"
ASPHALT

36" MIN.

18" MIN.

DV Dual Monitoring WELL DETAIL Within Vault.

DV Well No. DV203

GRADE

1" - 2"

4.9975

3" TO 4"
ASPHALT

36" MIN.

18" MIN.

DigiTAM WELL DETAIL Within Vault.

DigiTAM Well No. D212
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