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Cable Spec:
See Note 2
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Time Distributed Control SCR TDC-## Phase #

Peak Ratings 1,200 VAC 355 Amp
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ET-DSP Neutral BusA Phase
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333 kVA 480/480 VAC Multitap
3 Phase 400 Amp Transformer
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Alpha or Bravo Transformer

Transformer A,B,C or D

Symbols

200/5 CT

200/5 CT Current Transformer CT
Instrument Class

200 A/0-5V Output

200/5 CT 200/5 CT 200/5 CT 200/5 CT 200/5 CT 200/5 CT 200/5 CT 200/5 CT 200/5 CT 200/5 CT 200/5 CT

200/5 CT200/5 CT200/5 CT200/5 CT 200/5 CT 200/5 CT 200/5 CT 200/5 CT 200/5 CT

Internet Monitored Real Time

200/5 CT 200/5 CT 200/5 CT

ET-DSP
N

9 10 11 12

3P, 600 VAC

600V 600V 600V

600V 600V 600V 600V

A Phase

B Phase

C Phase

333 kVA 480/480 VAC Multitap
3 Phase 400 Amp Transformer

ET-DSP
N

9 10 11 12

1.  Construction and material shall comply with Kentucky
building code, CSA/UL, National Electrical Code and
applicable local and state codes.

2.  Cable from PDS-XX to E-XXX:  1C No. 2 AWG,
Rockbestos Type DAA1048B EXANE XLPE STR TNC 110C
FT4,  600V CSA CSA/UL MARINE GRYJKT.  Above ground
rated.

3.  ET-DSP neutral cable: RWU-90 Copper AWG No. 2
INS 90 C PVC. Above ground rated.

General Notes

Cable Spec:
See Note 3

ABB 3P-CB
S5N400
600V/400A

Cable Spec:
See Note 3

See Note 5

See Note 5

(Typ. EE-001 thru EE-024)

Continuous Rating 165 Amp

25000 AIC 25000 AIC 25000 AIC 25000 AIC

25000 AIC 25000 AIC 25000 AIC 25000 AIC

35000 AIC

35000 AIC

ABB 3P-CB
T5N400
600V/400A

T4N150

4. All electrical equipment shall be connected to utility
ground in accordance with local code.

5. ET-DSP neutral grounding scheme determined during
system commissioning and shall include all metal-constructed
extraction wells.
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600V

Cable Spec:
See Note 2
(Typ. EE-001 thru EE-060)
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24 Electrode PDS Transformer Detail - 2 Transformers per Unit

60 Electrode PDS Transformer Detail - 4 Transformers per Unit


