Section A-A'

Section B-B'

Section C-C'

Section D-D'

Legend [ <900 pCi/L
O <900 pCi/L [ >900 - 9,000 pCi/L
@ >900 - 9,000 pCi/L B >9,000 pCi/L
@ >9,000 pCi/L
® Detect — Transect gg:s
A Non-Detect 1 C400 Facilities g McNairy

AI B Bl C| D Dl
I . S 1 =31 B
375 375 375
350 350
m
m 325 m 325 m @
o ) ) <
2 I 5 I g %‘
S | I!\ II: 300 S | ’ III :I: 300 S i
= 275 = =< (%
7} 7} 7} =
C Z = >
250
225
200 300 0 100 200 300 400 200 200 300 200
Distance (ft) Distance (ft) Distance (ft) Distance (ft)
Section E-E' Section F-F'
" Fa ER 2 28 5 3 S F
E s o g 3 g 8 ] 3 5 E L z 2 IS H
i Pt 8 E: 3 £ 5 g B%g g8 g 3 E
g S S8 8 g ¢ g s g g g 375
375
350 350
m
325 2 | 325 T
Y =4 (NI I If | S|
b o i :': O | 3 IR, 'H‘: { H | &
| bk | = I 1 1 1
|| h i ‘I‘ I-ll L I“ il 300 = \ll peh i i i ||‘ I| 300 i
= ) &
275 z 275 &
-
1250 250
1225
225
200
0 200 600 800 200

400
Distance (ft)

0 200 400
Distance (ft)

600

MAP SOURCE INFORMATION:
Map Generation Date and Location: 6/19/2022 Geosyntec\\fedprojects-01\paducah$\Kennesaw\ARO-01\C-400 EVS\GIS\mxd\202204_Sections_and_Footprints\202204_GW_Sections_and_Footprints.aprx
Map Layer Source: Geosyntec\\fedprojects-01\paducah$\Kennesaw\ARO-01\C-400 EVS\GIS\mxd\202204_Sections_and_Footprints\shp

NOTES:

1. Screening Level =900 pCi/L

2. Plume extent estimated using 1/2 screening level for non-detects.
3. Post samples set to 50ft search distance from section line
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